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ULTIMA FLAT PACK WALL BOXES
Technical Information

Ul

Flat pack wall boxes offering superior load performance. Suitable for housing a wide range of equipment such as
switches, patch panels and cables, telecom equipment, PDUS, UPS's and batteries. 600mm wide they are available in
6 heights from 6U through to 21U and two depths 450mm or 600mm.

Features:
+ Supplied in flat pack form

+ Lockable toughened glass door with quick release hinge
+ Door can be hinged left or right
ith a hidden spring loaded pin
‘can only be opened when the front
door is unlocked)
+ Rigid bolt together construction, with superior load
capabilty (12U version tested with 100kg)

+ 18" mounting rais included. Front rails with U height

+ markings and adjustable in depth, the rear rais are fixed to
the rear frame

+ The top cover has 2 x vented areas to aid ventiation and
fitment of single or twin fans for forced ir cooling

4+ Cable entry positions are provided in the top, base and

il fixing bracket included (fxings not supplied, based on
brick, concrete, plasterboard)

4+ Paint finish is RAL 8005 black fine wrinkle soft touch paint
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ULTIMA FLAT PACK WALL BOXES
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Min 18- Max

5 hax 195

MAX/MIN EQUIPMENT
DIMENSIONS IN MOUNTING DISTANCE (450)
WIDTH & HEGHT

FRONT DOOR OPENING ANGLE

Min 338 - Max 468

Vi 65 iax 195
MAKMIN ECUPMENT
) o o o 0w MOUNTING DISTANGE (500)
Standards & Compliance

EN 60297 mechanical structures for electrical and electronic equipment

EN 60917 modular order for the development of mechanical structures for electronic equipment practices:

Struotu EN 61587-1 Mechanical structures for electronic equipment - Testsfor EC 60917 and IEC 60297 series - Part 1
Environmental requirements,test set-up and safety aspects for cabinets,racks, sub racks and chassis under indoor

condiions

‘Climatic and environment: EN 61587-1/4.2, EC80068-2-1, IEC80068-2-2, EC80068-2-30
EN 12150-1 complant tempered, ani-staic, secure, grinded edges glass front door- : 4,0mm
DIN 1743, DIN 53571, RoHS compliant barrel quarter turn lock on front door

‘Static mechanical load fing: EN §187-15.2.1

Mechanical Load

'Dynamic mechanicalload vibration and shock, impact: EN61587-1/5.3.1 EN61587-1/5.3.3 [EC60068-2-6, IEC60088-2-27
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EN 135011+ At- epoxy powder coated compliant to fire classification of construction products and buiding elements Part
1:classification using data from reaction to fire tests.

Finish Epoxy powder coating tested as per EN IS 9227 and ASTM B 117 corrosion tests n artfcial atmospheres - sat spray tests.
EN IS0 2408 paints and varnishes - cross-cut test

EN IS0 2178 non-magnetic coatings on magnetic substrates - measurement of coating thickness - magnetic method

RoHS complancy according 1o 2011/85/EU

‘G complant to EN 60950-1
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‘Sheet steel compiant to EN 10130 col rolled sheet steel with DC-01 6112 or 7122 grade.
Fising elements are complian to connection elements (bol, nuts, shim, etc) “DIN 7985, DIN 965, DIN 7981, DIN 934, DIN

985, DIN 933-coated according o EN 1O 2081 metallic and other norganic coatings - electroplated coatings of 2 with
‘supplementary treatments on o or steel

1S09001- Qualty Management System

1S0 14001- Environmental Management System 04

Part Numbers
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